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Max. 2,500 sheets

Up to 762 mm: 
Max. 1,000 sheets

Max. 250 sheets*2

Up to 1,200 mm: 10 sheets
Over 1,201 mm: 1 sheet

Max. 1,500 sheets Max. 4,630 sheets 
(install up to 3)

MB-508 + MK-760

PF-707m Type CBuilt-in Paper Tray

LU-202XLm

HIGH-PRECISION PAPER POSITIONING
Paper position is detected and corrected using a 

registration-swing mechanism which automatically corrects any 

misalignment in paper fed from the main tray, helping to improve 

overall productivity as well as print quality.

LARGE CAPACITY LOADING FOR REGULAR AND 
BANNER PAPER
Avoid the hassle of paper replenishment with the PF-707m Type 

C,*1 a three-tier 15,390-sheet-capacity loader using air suction to 

reliably feed even large-size, heavy-stock or slippery paper. For 

banner paper, add the LU-202XLm,*1 capable of loading up to 

1,000 sheets of paper up to 762 mm in length. Combine options to 

build a flexible system best suited to your print needs.

All load estimates are calculated using 
80 gsm paper
*1. Optional
*2. 250 sheets cannot be loaded when 
MK-760 is attached

Paper is fed incorrectly

Position is corrected by reversing the registration roller

Offset detection sensor registers misalignment and the registration 
roller moves sideways to correct

Offset detection sensor

Edge sensor

Registration sensor

Toner

PF-707m Type C
Can be attached here when other 

devices are not connected

Deterioration of the entire 
carrier contents is reduced

New carrier
Toner bottle

Developer

Standard size Banner

Waste toner box Circulation/
stirring

Paper 
skew

correction

Rhombic 
distortion 
correction

Trapezoidal 
distortion 
correction

Registration roller

DOUBLE-SIDED REGISTRATION FOR ACCURATE 
ALIGNMENT
Image adjustment to the front 

and back sides corrects 

skewed paper and trapezoidal

or rhombic distortion. The 

system delivers consistent 

quality, virtually eliminating

image misalignment on double-sided printing.

CONSISTENT, AUTO-REFINING DEVELOPMENT 
SYSTEM
Image quality remains stable without constant monitoring of toner 

carrier in the machine. New carrier is added alongside new toner, 

keeping the development process stable and extending the overall 

lifetime of the developer. Maintenance downtime is significantly 

reduced.

CHOOSE THE OPTIONAL CONTROLLER TO 
OPTIMISE YOUR OUTPUT NEEDS
Select the optional controller that suits your workflow and helps 

answer your customers’ needs. High-speed RIP processing, 

advanced colour managament, high-data-volume capability, all 

available with controllers that support the productivity of the 

AccurioPress C84hc.

PDF Compatible APPE Output (Optional)

The controller is equipped with Adobe’s APPE rendering engine. Process 

PDFs directly without using a print driver to preserve their original 

transparency effects.

OUTPUT PRINT JOBS DIRECTLY USING HOT 
FOLDERS
Simply drag and drop your PDFs or TIFF files to the icon or shared 

folder to send to print without opening any applications. Create 

multiple Hot Folder icons for each of your frequently used print 

settings so you can quickly and easily go to print without needing 

to input any settings. 
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AUTOMATIC COLOUR MANAGEMENT AND 
POSITION ADJUSTMENT
With the optional Quality Optimizer IQ-501, all colour management 

and front and back side paper registration adjustments are done 

automatically. Even non-specialist personnel can make optimal 

adjustments quickly as traditional manual measurements and 

numerical inputs are no longer required, reducing idle time and 

issues resulting from human error. 

INTELLIGENT MEDIA SENSOR IM-101 (OPTIONAL)
Measure paper thickness and weight, and select from the suitable 

paper profiles displayed on the operation panel. Easy and the work 

of moments, print jobs progress with optimised settings, avoiding 

risk of errors caused by manual input.

ADJUSTMENTS MADE EASY WITH THE INTUITIVE 
OPERATION WIZARD
Perform routine tuning tasks from the intuitive settings screen 

which provides one-step adjustment with no hassle. Optimise 

gamma value, maximum density, colour balance, gradation and 

grey balance settings in one easy step. Requires optional IQ-501 

and VI-514.

AUTOMATIC CURL CORRECTION AND QUALITY 
INSPECTION THROUGHOUT PRINT JOBS
Paper curl is monitored by the Intelligent Quality Optimiser IQ-501 

and when needed, the curl corrector installed within the Relay Unit 

RU-518m is activated. IQ-501 and RU-518m units are optional. 

STAY 
PRODUCTIVE
Automated regulation  
for flawless prints at a  
faster pace
 Add the optional Intelligent Quality Optimiser IQ-501 to  

automate colour management and registration adjustment  

for front and back sides. This significantly reduces time  

spent on manual adjustments and improves overall  

productivity. Automated inspection as well as real-time 

monitoring and adjustment throughout print jobs ensures  

that quality is maintained from start to finish.

Scanner 2

Curl 
correction

IQ-501 RU-518m

Pages are scanned and 
monitored constantly to 

measure and implement curl 
correction

Scanner 1
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OPTIONAL FINISHING UNITS TO BUILD YOUR IDEAL WORKFLOW

FOUR-SIDED TRIMMING WITH TRIMMER UNIT 
TU-510
Create A3 or 2 x A4 full-bleed prints on SRA3 paper by trimming on 

all four sides. The TU-510 can also cut and crease business cards 

and other card stock items. 

Accordion Fold Catalogues 
(330 x 864 mm)
Automated double-sided printing 

combined with automated four-sided 

trimming and folding.

Business Cards (91 x 55 mm, 
Max. 504 sheets*)
Double-sided printing combined with 

four-sided trimming and automatic 

loading into card box.
* Up to 177-256 gsm paper thickness. Loading 

volume varies for 257-300 gsm thicknesses.

SMALL-FOOTPRINT FINISHER FS-532
Capable of cutting and stapling up to 100 sheets of A4 at once (50 

sheets A3), the FS-532 supports saddle-stitch binding, post inserts 

and hole punching, making it a multitasking master in an 

impressively compact size.

LARGE-CAPACITY OUTPUT TRAY OT-512
Loads up to 4,200 sheets of freshly printed materials. This output 

system streamlines your print jobs, optimising any workflow 

requiring offline processing.

AUTOMATIC INSPECTION AND REPRINTING
Each print page is scanned in real-time and compared to the 

registered proof. Pages with any errors are ejected and reprinted. 

The process is fully automatic and as only pages with abnormalities 

are reprinted, it saves both time and materials. The inspection 

process is capable of detecting bright spots and streaks as well as 

smudging and image defects. RU-518m, VI-514, UK-301, VI-515 

and RU-702 options are required.

Register proof Scan while printing

Verification

Correct
output

ReprintReprintReprint

Continuous workflowContinuous workflowContinuous workflow

Eject sheets 
containing errors

Scan

Deviation and 
necessary 

correction values 
are calculated

Processing unit 2* Processing unit 1*

Banner paper reversal*

Business card stacker* Banner paper transport*

Waste disposal unit* Cutting waste box

*Optional

Top/bottom slitter 
(standard)

Top/bottom slitter 
(standard)

• Gutter cutting slitter
• Up-convex creaser
• Perforation unit

• Up-convex creaser
• Perforation unit

Registration marks for 
position and patches for 

colour adjustment are  
printed in the cutting margin 

Print

Correction values are printed on  
subsequent pages as feedback

REAL-TIME ADJUSTMENT FOR COLOUR TONE, 
GRADATION AND ALIGNMENT
Front and back images are analysed and corrections are made in 

real-time to ensure consistent colour tone, gradation and 

alignment for double-sided printing, without slowing down 

productivity. Colour fluctuations and misregistration during 

printing are greatly decreased, ensuring a stable supply of 

high-quality deliverables. The function also reduces colour fading 

and wear, contributing to better cost performance and increased 

customer satisfaction. Requires optional IQ-501 and VI-514.

IQ-501 Main machine
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Main Unit
Type Console type

Colour support Full colour

Output resolution 3,600 dpi (equivalent) x 2,400 dpi

Gradation 8 bit / 256 gradation

Warm-up time 390 sec. or less

Print speed

full colour & monochrome
81 ppm (A4 Landscape) / 45 ppm (A3)

Image loss 4 mm or less for top, 4.5 mm or less for bottom, 3 mm or less for left and right edges

For thick stock of 200 gsm or more, 6 mm or less for top, 7 mm or less for bottom, 

6 mm or less for left and right edges

Max. print area 323 x 480 mm (323 x 1,295 mm for banner paper)

Max. original size A3

Paper size 100 x 148 – 330.2 x 487.7 mm (up to 1,300 mm with optional Banner Kit)

Paper weight 62 – 360 gsm

Paper capacity 15,390 sheets (with main body standard tray + 3 paper feeding units (PF-707m Type C)

Paper weight 12,000 sheets (with Large Capacity Stacker LS-507 x 2)

Controller See available options

Power supply AC 200V, 25A, 50Hz/60Hz (Voltage to ground 100V)

Power consumption 5,000W or less (maximum power consumnption when using main body and options)

Dimensions (W x D x H) 800 x 903 x 1,076 mm

Space requirements 200 mm or more from the rear duct, 100 mm or more on either side

Weight Approx. 312 kg

Paper ejection options
Finisher FS-532m

Saddle Stitcher SD-510

Punch Unit PK-525

Mount Kit MK-732

Post Inserter PI-502

Saddle Stitcher SD-506

Saddle Stitcher SD-513

Folding Unit FD-504

Creaser Unit CR-101

Trimmer Unit TU-503

Large Capacity Stacker LS-507

Large Capacity Stacker Handcart LC-502

Trimmer Unit TU-510

Creaser Unit CR-102

Trimmer Unit TU-504

Banner Unit MK-764

Job Separator JS-507

Creaser CR-103

Perforation Unit PE-101

Perforation Unit PE-102

Dust Box MK-765

Folding Unit FD-503

Perfect Binder PB-503

Output Tray OT-512

Output Tray OT-511

Mount Kit MK-737

Relay Unit RU-510

Relay Unit RU-518m

Humidifier HM-103

Intelligent Quality Optimizer IQ-501

Relay Unit RU-702

Auto Inspection Unit UK-301

Inspection Enhancement Kit UK-311

Variable Data Inspection Kit UK-312

Video Interface Kit  (Essential option for IQ-501) VI-514

Banner Tray Unit (Output) MK-761

Paper feeding options
Paper Feeder Unit PF-602m

Dehumidifier Heater (Europa) HT-504

Dehumidifier Heater (Japan/North America) HT-505

Paper Feed Unit PF-707m

Dehumidifier Heater HT-506

Feed Adjuster FA-502

Multi Bypass Tray MB-508

Large Capacity Unit LU-202m

Large Capacity Unit LU-202XLm

Dehumidifier Heater HT-503

Dehumidifier Heater HT-515

Mount Kit MK-746

Multi Bypass Tray MB-509

Banner Tray Unit (Input) MK-760

Electronic options
Image Controller (KM) IC-609

Upgrade Kit UK-220

Image Controller (Fiery) IC-317

Image Controller (Fiery) IC-419

Video Interface Kit (Essential option for IC-317/IC-419/UK-301) VI-515

Authentication Unit AU-201S

Other options
Working Table WT-511

Envelope Fusing Unit EF-107

Dehumidifier Heater HT-511

Status indicator light MK-744C

Intelligent Media Sensor IM-101
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<Company name_TBC>

For complete information on Konica Minolta products and solutions,
please visit: <URL_TBC>

Contact TBC heading

<contact details TBC _1 longname>
<contact details TBC _1 long>
<contact details TBC _1>
<contact details TBC _1>

– All specifications refer to A4-size paper of 80 gsm quality.
– The support and availability of the listed specifications and functionalities varies depending on operating systems, applications and network protocols as well 

as network and system configurations.
– The stated life expectancy of each consumable is based on specific operating conditions such as page coverage for a particular page size (5% coverage of A4). 

The actual life of each consumable will vary depending on use and other printing variables including page coverage, page size, media type, continuous or 
intermittent printing, ambient temperature and humidity.

– Some of the product illustrations contain optional accessories.
– Specifications and accessories are based on the information available at the time of printing and are subject to change without notice.
– Konica Minolta does not warrant that any prices or specifications mentioned will be error-free.
– All brand and product names may be registered trademarks or trademarks of their respective holders and are hereby acknowledged.
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