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About this guide

This guide describes the newly added or changed functions of this machine.

The screens used in this manual differ depending on the product you are using.
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1 Various Additional Functions

1.1 Changes in Supported Operating Systems
The following operating systems have been added as the supported OSs.

- Windows Server 2022 Standard*
- Windows Server 2022 Datacenter*

- Windows Server 2022 Datacenter: Azure Edition*

- Windows Server 2022 Essentials*
- Windows Server 2025 Standard*

- Windows Server 2025 Datacenter*
- Windows Server 2025 Datacenter: Azure Edition*

- macOS 14

- macOS 15

Support for the following operating systems has ended.

- Windows 8.1 or earlier
- Windows Server 2012 R2 or earlier

- macOS 10.15 or earlier

* Only compatible with the Windows printer driver/fax driver, and Driver Packaging Utility.

1.2 About Classic Style
[Classic Style] is not displayed on the home screen in some areas. If you want to display [Classic Style] on 
the home screen, contact your service representative.

If you want to use the classic style copy, fax, or scan functions, place [Classic Copy], [Classic Fax], and [Clas-
sic Scan] on the home screen. For details on the setting procedure, refer to the User’s Guide.

1.3 Addition of Supported Paper Types for Paper Trays
For some products (A4 MFP/printer), the optional paper trays now support letterhead paper.

When you specify an optional paper tray for copying or printing, you can select letterhead paper as the paper 
type.

1.4 Installing the Printer Driver or Fax Driver (Windows)
Install the printer driver using the installer.

Download the Universal Print Driver (PCL or PS) from our website when the following cases occur.

- The driver DVD is not included with the product.

- You have lost the driver DVD.
- Your computer is not equipped with a DVD drive.

0 Administrator privileges are required to perform this task.
0 For details on the installation procedure using a USB connection, refer to the User's Guide.

1 Insert the driver DVD into the computer's disk drive, or unzip the downloaded driver.
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2 Launch the installer.

% When using the driver DVD, select the driver from the installation menu; the installer starts automat-
ically. If the installer does not start, open the driver folder on the DVD, double-click [UPDSetup.exe] 
(in the 32-bit environment) or [UPDSetup64.exe] (in the 64-bit environment).

% When using the downloaded driver, double-click [UPDSetup.exe] (in the 32-bit environment) or 
[UPDSetup64.exe] (in the 64-bit environment) in the folder.

% If the [User Account Control] window is displayed, click [Yes].

3 Read the license agreement, then click [Agree].

4 Click [Install(Network Search)] to detect the devices on the network.

% To manually configure the printer, click [Install(Manual Setting)].

% If you have an old driver installed on your computer, you can update it by clicking [Standard Update] 
or [Custom Update].

% If you want to uninstall the driver installed on your computer, click [Delete].

5 Select this machine from the list of detected printers.

% If this machine is not detected, restart it. If it is not detected after restarting, go back to step 4 and 
click [Install(Manual Setting)]. Click [Add to list] to manually configure the printer.

% If multiple identical models are displayed, check the IP address. You can check the IP address of 
this machine in the screen that is displayed by tapping [Utility] - [Device Information].

% To search for the device again, click [Refresh].
% By clicking [Search Settings], you can specify the detailed search conditions to search for the de-

vice.
% If there is a port corresponding to the IP address of the device, delete that port in advance.
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1
6 If necessary, click [Details] and change the default print settings.

% [Print Queue Name] (printer name): Automatically set from the information of the device selected in 
the list.

% [Port]: Set the port used for the printer.

% [Model]: The model corresponding to the device selected in the list is automatically selected.
% [Printer Driver Name]: The driver corresponding to the device selected in the list is automatically se-

lected.

% [Share Setting and Share Name]: If you want to share the printer, check [Share this print queue], and 
enter the share name.

% [Admin Settings]: You can change the default print settings. By default, the driver that has 2-sided 
printing specified as the default is installed.

7 Click [Next].

8 Check the items to be installed, and click [Install].

1.5 Grouping Function Keys
You can group function keys into a folder.

1 Tap [Customize Home screen] in the left area of the home screen.

2 On the [Customize Home screen] screen, tap the add icon ( ).

3 Select [Folder] from the list, and tap [OK].

4 Tap the folder.

5 Edit the folder.

% To add a function key, tap the add icon ( ). Select the target function key from the list, and tap 
[OK]. The function key is added to the currently displayed page. If there is no space to place an ad-
ditional function key on the current page, the function key is placed on a new page.

% To delete a function key, tap the delete icon ( ) of a function key.

% To eject a function key from a folder and move it to the home screen, tap the function key eject icon 
( ).

% To edit the folder name, tap the edit icon ( ).

6 Close the screen.

Tips
- Up to 32 function keys can be arranged in a folder.

- Folders with no function keys are not displayed on the home screen.

1.6 Customizing the Setting Item Layout in Copy, Scan, and Fax
You can customize the layout of setting items in each mode (Copy, Quick Copy, Scan, Fax, etc.) of basic style 
to make it easier to use.

If the Personalize app is installed, you can change the sort order of setting items for each log-in user.

0 If user authentication is enabled and the Personalize app is not installed, you need to log in as a user 
with administrator privileges to change the sort order of setting items.

1 Tap the target function key on the home screen.

% If you are logging in as an administrator, proceed to step 4.
% If you are logging in as a user or you do not have user authentication, proceed to step 2.
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2 Tap the menu icon on the top left of the screen, and select [Customize Menu] from the displayed menu.

3 Enter the administrator password, and tap [OK].

4 Change the setting item layout order.

% To move a setting item, hold down the desired item, and drag & drop it to the target position. When 
a gray silhouette is displayed at the target position, release hold-down.

% To return the layout order to the default, tap [Reset to default].

5 Tap [OK].

1.7 Registering an Option Setting for Copy, Scan, or Fax in Favorite

About Favorite Setting
You can register a combination of option settings used in each mode (Copy, Quick Copy, Scan, Fax, etc.) of 
basic style in Favorite. Registering the frequently used setting contents allows you to simply recall a setting.

An address can also be included in a favorite scan or fax setting.

Registering a Favorite Setting

1 Tap the target function key on the home screen.

2 Change the option setting value to the value you want to register in Favorite.

3 Tap the menu icon on the top left of the screen, and select [Register current settings in "My Settings"] 
from the displayed menu.
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4 Set registration information.

% Enter the favorite setting name in [Name].

% To select a favorite setting icon, tap [>] of [Icon].
% To fix a favorite setting to the top of the favorite list, set [Pin it] to ON.

5 Tap [New].

Recalling a Favorite Setting

1 Tap the target function key on the home screen.

2 Tap the menu icon on the top left of the screen, and select [Show "My Settings" list] from the displayed 
menu.

3 Select the favorite setting you want to recall, and tap [Recall].

The contents of the favorite setting are applied to Optional Settings.

Tips
- To search for a favorite setting, tap .
- To change the favorite setting name or icon, select the desired favorite setting, and tap [Change the 

name/icon.] from .
- To delete a favorite setting, select the desired one, and tap .

Changing the contents of a Favorite Setting

1 Select the desired favorite setting in the favorite list, and tap [Register/edit the settings.] from .

2 Change the option setting value.

3 Tap the menu icon on the top left of the screen, and select [Register/edit in "My Settings"] from the dis-
played menu.
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4 To overwrite the setting, tap [Overwrite].

% To save the setting with a different name, enter the name in [Name], and tap [New].

1.8 Accessing all the Function Keys
You can tap [Useful Apps] on the home screen to group and display the function keys that can be arranged 
on the home screen by function and search for the desired function key. You can also access all function 
keys installed in this machine, including function keys that are not arranged on the home screen.

1 Tap [Useful Apps] on the home screen.

2 Tap the type icon, and select the type of the function key to be displayed.

% To display only the function keys that are not arranged on the home screen, select [Home screen 
unassigned apps].

% To display all the function keys, select [All].

3 Tap the target function key.

Tips
To set the currently selected type as the default when the [Useful Apps] screen is displayed, tap [Set the cur-
rent Apps List as the default display] from the Menu icon ( ).
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1.9 Operating the User Box in Basic Style ([Fax Inbox])
You can operate the faxes saved in the Memory RX User Box from the basic style screen.

1 Tap [Fax Inbox] on the home screen.

% The [Fax Inbox] position varies depending on the customization status of the home screen. By de-
fault, access from [Useful Apps] on the home screen. For details on [Useful Apps], refer to "Access-
ing all the Function Keys" on page 9.

2 Enter the password, and tap [OK].

3 Tap the fax you want to print.

% You can select multiple faxes at once.

% Tap the thumbnail icon ( ) to view faxes as thumbnails.
% Tap the list icon ( ) to display the faxes in a list.

% To check the fax preview image, tap [Preview] displayed under the thumbnail. The preview function 
may not be available depending on the product you are using.

% To delete a fax, select the fax you want to delete and tap the delete icon ( ).

4 Use the Start key to start printing.

A confirmation screen is displayed to ask if you want to delete the fax.

5 Tap [OK].

The fax is deleted from the fax RX User Box.

Tips
For details on the Memory RX function, refer to the User's Guide.



11 Additional Functions

1

1.10 Operating the User Box in Basic Style ([Secure Print])
You can work with the files saved in the Secure Document User Box by the Secure Print function, from the 
basic style screen.

Tips
- For details on the Secure Print function, refer to the User's Guide.

- The Secure Print function may not be available depending on the product you are using.

Printing (basic operation flow)

1 Tap [Secure Print] on the home screen.

% The [Secure Print] position varies depending on the customization status of the home screen. By 
default, access from [Useful Apps] on the home screen. For details on [Useful Apps], refer to "Ac-
cessing all the Function Keys" on page 9.

2 Enter the [Document ID] and [Password] for the secure print document, and tap [OK].

This displays a list of secure documents that match the specified document ID and password.

3 Select the file to be printed.

% You can select multiple files at once.
% Tap the thumbnail icon ( ) to view files as thumbnails.

% Tap the list icon ( ) to display the files in a list.
% To check the preview image of the file, tap [Preview] displayed under the thumbnail.

% To delete a file, select the file you want to delete and tap the delete icon ( ).

4 If necessary, tap the Setting icon ( ) in the upper right to set print options.

5 Use the Start key to start printing.
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Printing (with Simple Print enabled)
When simple printing for secure print document is enabled, select the target document ID from the document 
ID list. For details on simple printing, refer to the User's Guide.

1 Tap [Secure Print] on the home screen.

% The [Secure Print] position varies depending on the customization status of the home screen. By 
default, access from [Useful Apps] on the home screen. For details on [Useful Apps], refer to "Ac-
cessing all the Function Keys" on page 9.

2 Select the target document ID from the document ID list.

% Tapping [Search] enables you to narrow down document IDs by the prefix search function.
% Tap [List all Doc. ID] to cancel narrow-down and display all the document IDs.

3 Enter the password, and tap [OK].

% This displays a list of secure documents that match the specified document ID and password.

4 Select the file to be printed.

% You can select multiple files at once.
% Tap the thumbnail icon ( ) to view files as thumbnails.

% Tap the list icon ( ) to display the files in a list.
% To check the preview image of the file, tap [Preview] displayed under the thumbnail.

% To delete a file, select the file you want to delete and tap the delete icon ( ).

5 If necessary, tap the Setting icon ( ) in the upper right to set print options.

6 Use the Start key to start printing.
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Printing (with [Prohibit Functions] set to [Mode2])
If [Prohibit Functions] is set to [Mode2] in [Utility] - [Administrator] - [Security] - [Security Details] - [Prohibit 
Functions], you need to also enter the password when selecting a file from the Secure Print User Box. You 
need to enter the password for each file even if secure documents have the same document ID. Therefore, 
the security level is higher than that of default [Mode1].

1 Tap [Secure Print] on the home screen.

% The [Secure Print] position varies depending on the customization status of the home screen. By 
default, access from [Useful Apps] on the home screen. For details on [Useful Apps], refer to "Ac-
cessing all the Function Keys" on page 9.

2 Enter the [Document ID] for the secure print document, and tap [OK].

This displays a list of secure documents that match the specified document ID.

3 Select a file to print, and also tap [Enter Password].

4 Enter the password for the secure print document, and tap [OK].

% If the user cannot enter the correct password within the number of times being set by the password 
administrator, the selected file is locked out. To release the operation prohibition status, contact 
your administrator.
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5 Check that the desired file is selected.

% You can select multiple files at once.

% Tap the thumbnail icon ( ) to view files as thumbnails.
% Tap the list icon ( ) to display the files in a list.

% To check the preview image of the file, tap [Preview] displayed under the thumbnail.
% To delete a file, select the file you want to delete and tap the delete icon ( ).

6 If necessary, tap the Setting icon ( ) in the upper right to set print options.

7 Use the Start key to start printing.

1.11 Erasing a Shadow for Copying ([Copy shadow rem.])
The shadow erase copy is a mode in which the settings for erasing outside the original, erasing borders, and 
erasing creases are combined into one.

You can easily access this mode from the home screen and set it with an intuitive operation.

1 Tap [Copy shadow rem.] on the home screen.

% The [Copy shadow rem.] position varies depending on the customization status of the home screen. 
By default, access from [Useful Apps] on the home screen. For details on [Useful Apps], refer to "Ac-
cessing all the Function Keys" on page 9.
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2 Select the target you want to erase the shadow, and tap [Next].

% [Outer frame of an orig.]: Automatically detects the original and erases shadows outside the original 
when making copies with the Original Cover open and the original loaded on the Original Glass.

% [Inner frame of an orig.]: Erases the shadow of the surrounding that is created when the Original 
Cover cannot be closed properly due to the thickness of the original.

% [Fold]: Erases the shadow created in the center when the Original Cover cannot be closed properly 
due to the thickness of the original.

3 If you select [Inner frame of an orig.] or [Fold] in step 2, specify the width to erase and tap [Next].

% When specifying the erasing width of the [Inner frame of an orig.], you can not only erase the four 
sides of the original with the same width, but you can also erase with different widths for each side.

4 Select the paper size and paper type, and tap [Next].

% Select the paper of the same orientation as the original to be loaded on the Original Glass. If the 
orientation of the original is different from that of the paper, part of the image may be lost.

5 Load the original into the Original Glass.

% If [Outer frame of an orig.] is selected in step 2, leave the Original Cover open.
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6 Set copy options as needed.

7 Check the finishing image.

% To change the finishing, tap [Previous].

8 Use the Start key to start copying.

1.12 Creating a Booklet ([Create a booklet])
When creating a booklet, use the booklet creation mode.

Follow the on-screen instructions to make settings; you can create a booklet without hesitation or mistakes.

1.12.1 Creating a Booklet from a Sheet Original

1 Tap [Create a booklet] on the home screen.

% The [Create a booklet] position varies depending on the customization status of the home screen. 
By default, access from [Useful Apps] on the home screen. For details on [Useful Apps], refer to "Ac-
cessing all the Function Keys" on page 9.

2 Select [Sheet], and tap [Next].

3 If [Booklet Type] (Half-Fold or Center Staple & Fold) is displayed, select the finishing shape, and tap 
[Next].

% This setting is only available on products on which Finisher is mounted.

4 Select whether the original is [1-Sided] or [2-Sided], and tap [Next].
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5 Select the size of the loaded original, and tap [Next].

6 Select the finishing type (booklet opening direction), and tap [Next].

7 Select the finishing size, and tap [Next].

% Some finishing sizes cannot be selected depending on the size of the loaded original.

8 Set copy options as needed.

9 Check the finishing image.

% To change the finishing, tap [Previous].

10 Use the Start key to start copying.

1.12.2 Creating a Booklet from a Book Original

How to make copy settings

1 Tap [Create a booklet] on the home screen.

% The [Create a booklet] position varies depending on the customization status of the home screen. 
By default, access from [Useful Apps] on the home screen. For details on [Useful Apps], refer to "Ac-
cessing all the Function Keys" on page 9.
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2 Select [Book], and tap [Next].

3 If [Booklet Type] (Half-Fold or Center Staple & Fold) is displayed, select the finishing shape, and tap 
[Next].

% This setting is only available on products on which Finisher is mounted.

4 Select the original opening method, and tap [Next].

% The opening method of the selected book original is the same as the opening direction of the book-
let to be created.

5 Open the Original Cover, and load the book original into the Original Glass while it is opened.

6 Select the size of the loaded book original while it is opened.

7 Select the finishing size, and tap [Next].

% Some finishing sizes cannot be selected depending on the size of the loaded original.

8 Set copy options as needed.
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9 Check the finishing image.

% To change the finishing, tap [Previous].

10 Tap [Next] to display the method for loading a book original.

Next, proceed to "Scanning and copying the book original".

Scanning and copying the book original

1 Load the front cover of the book original into the Original Glass.

2 Close the Original Cover, and tap [Start Scan].

This starts scanning of the front cover.

3 After scanning of the front cover is complete, reverse the book original, and load the back cover into 
the Original Glass.

4 Close the Original Cover, and tap [Start Scan].

This starts scanning of the back cover.
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5 After scanning of the back cover is complete, open the book original, and load it on the Original Glass.

6 Close the Original Cover, and tap [Start Scan].

This starts scanning of the text.

% To scan the text, the left and right pages are scanned one by one.

7 When scanning of the text is complete, turn over the page of the book original and load it into the Orig-
inal Glass again.

8 Close the Original Cover, and tap [Continue scanning].

This starts scanning of the next text.

% Repeat the text scanning as necessary.

9 When all the text scanning is complete, use the Start key to start copying.

10 When copying is complete, open the Original Cover, and eject the original.
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1.12.3 Creating a Booklet from the Unstapled Book Original
Copy the unstapled book original ([Booklet]) to create a booklet.

0 After removing the staples, load the book original into the ADF.

0 If you cannot remove the staples, or the book original is thick, refer to "Creating a Booklet from a Book 
Original" on page 17.

1 Tap [Create a booklet] on the home screen.

% The [Create a booklet] position varies depending on the customization status of the home screen. 
By default, access from [Useful Apps] on the home screen. For details on [Useful Apps], refer to "Ac-
cessing all the Function Keys" on page 9.

2 Select [Booklet], and tap [Next].

3 If [Booklet Type] (Half-Fold or Center Staple & Fold) is displayed, select the finishing shape, and tap 
[Next].

% This setting is only available on products on which Finisher is mounted.

4 Check that the staples are removed from the book original, and load it in landscape orientation into 
ADF.
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5 Select the size of the loaded original, and tap [Next].

6 Select the finishing size, and tap [Next].

% Some finishing sizes cannot be selected depending on the size of the loaded original.

7 Set copy options as needed.

8 Check the finishing image.

% To change the finishing, tap [Previous].

9 Use the Start key to start copying.

1.13 Scanning the Card

About Scanning the ID Card
You can scan and send small-sized originals such as insurance cards and driver's licenses with a simple op-
eration.

Any size of various cards can be registered as the original size. Also, you can select the aggregation method 
according to your purpose, such as combining the scanned original data into one file, or dividing it into indi-
vidual files.

How to scan

1 Tap [ID card scan] on the home screen.

2 Place a card on the Original Glass.

% Place the original in the left corner of the Original Glass with the to be scanned side facing down.
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3 Select the original size, and tap [Next].

% Select the registered original size or enter the size manually.

% You can change the registered contents of the original size. For details, refer to "Registering the 
Original Size" on page 24.

4 Select a destination, and tap [Next].

% To send to an E-mail destination, tap [Scan to E-mail].
% To send to an FTP, SMB, or WebDAV destination, tap [Scan to PC].



Additional Functions 24

1
5 Specify transmission options as needed.

% In [Sending method], you can specify how to organize the scanned original data into a file.
[Single page]: Scans the original once and sends the file.
[Separate files]: Scans multiple originals in succession and sends each original as a single file.
[All in one file]: Scans multiple originals in succession and collects them into one file for sending.

% To check the finish, select the [Preview] check box.

6 Close the original cover, and tap the Start key.

% If you have selected [Separate files] or [All in one file] in [Sending method] of the sending option, 
place the next original on the original glass, and tap [Continue scanning]. To start sending, tap the 
Start key.

Registering the Original Size

1 Tap the  icon of the original size.

2 Select the original size setting method.

% If you want to select the original size from the default size, select [Preset size].
% If you want to set the original size manually, select [Enter manually].

3 If you select [Enter manually], specify the image, registered name, and size, and tap [OK].
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1.14 Sending the Download URL to Your Address (Scan to URL)

Scan to URL
The Scan to URL function, which was previously available in the classic style, can now be used in the basic 
style.

Scan to URL is a function that sends the URL to download the original data scanned on this machine, to your 
E-mail address. The scanned original data is saved in the box of this machine for a preset period without be-
ing attached to an E-mail, so data can be acquired without being limited by the transmission capacity of the 
mail server.

If user authentication is installed on this machine, you can perform operation using the [Scan to URL] key on 
the home screen or the [URL] key displayed in the registered destination on the [Scan to E-mail] screen.

Tips
- If Active Directory is used as an authentication server, register the user's E-mail address in Active Di-

rectory.

- To use the Scan to URL function, the setting of this machine is required. For details, refer to the User's 
Guide.

Operation flow: When selecting [Scan to URL] on the home screen

1 Load the original.

2 Enter user information, and log in to this machine.

3 Tap [Scan to URL] on the home screen to start transmission.

% To send after changing the option settings, tap the menu icon at the top of [Scan to URL] and pro-
ceed to step 4.

4 Change the transmission option settings.

5 Use the Start key to start transmission.

Operation flow: When selecting [URL] from the address book on the E-mail 
sending screen

1 Load the original.

2 Enter user information, and log in to this machine.

3 Tap [Scan to E-mail] on the home screen.

4 Select [URL].

5 Specify transmission options as needed.

6 Use the Start key to start transmission.



Additional Functions 26

1

1.15 Sending to Your Computer (Scan to Home)

About [Scan to Home]
If you have installed user authentication using Active Directory on this machine and the user's Home folder 
is registered in Active Directory, the [Scan to Home] key is displayed on the home screen when you log in to 
this machine.

By selecting this key, you can perform SMB transmission using your Home folder as the destination. You can 
use the Scan to Home function more easily than the conventional method of operating from [Scan to PC].

Operation flow

1 Load the original.

2 Enter user information, and log in to this machine.

3 Tap [Scan to Home] on the home screen to start transmission.

% To send after changing the option settings, tap the menu icon at the top of [Scan to Home] and pro-
ceed to step 4.

4 Change the transmission option settings.

5 Use the Start key to start transmission.

1.16 Confirming the GPL Agreement on the Control Panel
Display the GPL agreement on the Control Panel of this machine.

To display the GPL agreement, select [Information] - [GPL Regulations] in user mode of Web Connection (or 
in [Utility] - [Utility] of this machine).

1.17 About TWAIN Scan
Even when the machine has less than 256 GB of storage, you can use TWAIN Scan if you are ready to use it.

1.18 About Preview Display in Basic Style
The preview display will be available on the screen displayed by tapping [ID & Print], [Fax Inbox], or [Secure 
Print] on the home screen.

- If the document list is displayed in thumbnail view, you can check the preview image of the file by tap-
ping  displayed on the right of each thumbnail.

- If the document list is displayed in list view, you can select the file and then tap [preview] in the area 
where the thumbnail is displayed; you can check the preview image of the file.
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1.19 About the Number of Documents or Pages that can be Stored in 
the User Boxes
The number of documents or pages that can be stored in the User Boxes is as follows.

- Up to 200 documents can be stored in each of User Box and System User Box. However, the Memory 
RX User Box can contain up to 500 documents (up to 498 documents in G3 fax).

- Up to 10000 documents or pages can be stored in User Boxes and System User Boxes in total.

When the optional Expanded Memory Unit EM-908 is mounted, the number of documents or pages that 
can be stored in the User Boxes is as follows.

- Up to 1000 documents can be stored in each of User Box and System User Box. However, up to 998 
documents can be stored in G3 fax.

- Up to 50000 documents or pages can be stored in User Boxes and System User Boxes in total.

Tips
- Up to 10000 documents or pages can be stored in the User Box and System User Box in total; however, 

the maximum number of pages that can be handled per job is 3000. A job that contains more than this 
number of pages will be discarded, and the document will not be stored in the box. Be sure to note the 
number of pages per job.

- When the optional Expanded Memory Unit EM-908 is mounted, up to 50000 documents or pages can 
be stored in the User Box and System User Box in total, however, the maximum number of pages that 
can be handled per job is 3000. A job that contains more than this number of pages will be discarded, 
and the document will not be stored in the box. Be sure to note the number of pages per job.

- For information on whether the Expanded Memory Unit EM-908 can be mounted on your product, 
check the User's Guide.

1.20 About Function Search
In the function search of [Utility] and Web Connection, the setting item name is also included in the search 
target. In addition to the menu name and screen name that are the conventional search targets, you can also 
search by the setting item name in the screen, which makes it easier to find the desired setting screen.

1.21 About i-Option LK-102
The PDF processing function that required the purchase of i-Option LK-102 can be used as standard without 
purchasing i-Option LK-102. As a result, i-Option LK-110 does not include the function license of i-Option 
LK-102; it only includes the function license of i-Option LK-105.

Tips
For information about whether the PDF processing function is provided in your model, refer to the User's 
Guide.

1.22 About Changing the Initial State of the Main Screen in Scan/Fax
You can set the initial state of the main screen of the basic-style sending function.

To change the initial state of the main screen in Scan/Fax, select [Customize] - [Fax/Scan Settings (Basic 
style)] in user mode of Web Connection (or in [Utility] - [Utility] of this machine), and configure the following 
settings.

Setting Description

[Default Tab] Select the default display of the main screen for the sending function (de-
fault: [Address Book]).
Configure the setting for each main screen.

[Default Address Display 
Method]

Select the button view or the list view for the initial display of the destina-
tion list on the Destination tab (default: [One-Touch Button Layout]).
[Fax]: Select the display on the main screen of Fax.
[Network Fax/Scan]: Select the display on the main screen for the send-
ing functions excluding Fax.
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1.23 About Changing the Default Copy, Scan, and Fax Option Settings
If you have the Personalize app installed, you can configure the default copy, scan, and fax option settings 
of basic style for each log-in user.

To change the default copy, scan, and fax option settings, select [Set the current setting value to Default val-
ue] from the menu icon at the top left of the screen for each mode.

1.24 Additional Troubleshooting Information

Problems in IP Address Fax

Problems in Automatic Paper Type Detection

1.25 Correction of Explanation to Specify a Destination from Trans-
mission Log
When specifying a destination with the sending function such as scan or fax, you can tap the History tab to 
specify the destination from the five logs sent immediately before. There was an error in the explanation about 
deleting the history information when the main power was turned off and on. We apologize for the inconven-
ience and make the following corrections.

Description of problem Check points Remedy

Even if you set [Print Paper 
Selection] to [Fixed Size] and 
specify the paper size in 
[Print Paper Size] when re-
ceiving an IP address fax, 
the fax is not printed in the 
specified size.

When specifying the desti-
nation of the IP address fax 
on the sending side, is [Ma-
chine Type of Destination] 
set to [Color]?

When specifying the destination of the IP 
address fax on the sending side, request 
the recipient to set [Machine Type of 
Destination] to [Monochrome], regard-
less of whether the receiving device is a 
color machine or a monochrome ma-
chine.

Even if you set [Print Sepa-
rate Fax Pages] to ON when 
receiving an IP address fax, 
the page is not split and only 
the first page is printed.

When specifying the desti-
nation of the IP address fax 
on the sending side, is [Ma-
chine Type of Destination] 
set to [Color]?

When specifying the destination of the IP 
address fax on the sending side, request 
the recipient to set [Machine Type of 
Destination] to [Monochrome], regard-
less of whether the receiving device is a 
color machine or a monochrome ma-
chine.

Description of problem Remedy

A message is displayed stat-
ing that the paper type can-
not be detected 
automatically.

Open and close the Right Door or turn the Main Power Switch off and 
on.
If the message remains displayed, contact your service representative.

Incorrect (description in the current situa-
tion)

Correct

If a registered destination or a User Box is edited 
or if the Main Power Switch is turned off or on, 
the log information is deleted.

If you are using the basic style, the history information 
is not deleted even if you turn the main power off and 
on. If you are using the classic style, the history infor-
mation is deleted by turning the main power off and 
on.
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1.26 Correction of Explanation about In-memory Proxy Reception 
Function
There was an error in the description of the In-memory Proxy Reception function of network fax (Internet fax, 
IP address fax, or IP fax (SIP)). We apologize for the inconvenience and make the following corrections.

1.27 Corrections to the Explanation of Stamps and Page Printing
In the explanation of the classic-style fax function, there was an error in the description of the settings related 
to stamps and page printing that can be used when sending faxes. We apologize for the inconvenience and 
have made the following corrections.

The following settings are not available for the fax function.
- [Date/Time]

- [Page Number]

- [Stamp]
- [Header/Footer]

1.28 Change in Toner Cartridge Replacement Message
The message displayed when the Toner Cartridge is approaching the replacement time has been changed.

Incorrect (description in the current situation) Correct

The following receiving functions are available in 
Internet Fax.
• Saving/Forwarding a Fax Which Cannot Be 

Printed (In-memory Proxy Reception)

The In-memory Proxy Reception function is not 
available for Internet fax.

The following receiving functions are available in IP 
Address Fax.
• Saving/Forwarding a Fax Which Cannot Be 

Printed (In-memory Proxy Reception)

The In-memory Proxy Reception function is not 
available for IP address fax.

The following receiving functions are available in IP 
fax (SIP).
• Saving/Forwarding a Fax Which Cannot Be 

Printed (In-memory Proxy Reception)

The In-memory Proxy Reception function is not 
available for IP fax (SIP).

Before change After change

[Toner is low. Replace when indicated.] Color machine: [Please prepare a spare toner car-
tridge (x).]
Monochrome machine: [Please prepare a spare 
toner cartridge.]
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2 Additional Functions for Administrator

2.1 Change Information on Compatible Protocols/Algorithms

About Wireless LAN Communication Authentication/Encryption Algorithm
WPA3 can be used in [Authentication/Encryption Algorithm] of [Network] - [Wireless Network Setting].

In addition, the setting item name of [Passphrase] has been changed to [Security key].

The added algorithms are as follows:

WPA3 can be used in [Authentication/Encryption Algorithm] of [System Settings] - [System Connection Set-
ting] - [Mobile Connection Settings] - [Wireless Connection Setting].
In addition, the setting item name of [Passphrase] has been changed to [Security key].

The added algorithms are as follows:
- WPA3-SAE

- WPA3-EAP
- WPA3-EAP 192bit Security

Abolishment of protocols/algorithms
The following protocols/algorithms are no longer supported in the security and network settings.

- MD5
- SHA-1

- SSL3.0
- TLS1.0

- TLS1.1

Support of SMB authentication protocol
SMB3.1.1 has been supported as the SMB authentication protocol.

Addition of authentication method
The following authentication methods have been added to SNMP v3.

- SHA-224
- SHA-256

- SHA-384
- SHA-512

Change of the default value of SLP setting
The default value of SLP setting has been changed to OFF.

Setting Added algorithm

[Wireless LAN Adapter] • WPA3-SAE
• WPA3-EAP (*)
• WPA3-EAP 192bit Security (*)
* Available when [Network I/F Configuration] is set to [Wireless Only].

[Main Device Wireless Set-
ting]

• WPA3-SAE
• WPA2-PSK/WPA3-SAE
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2.2 Additional Information on Virus Scanning

2.2.1 Data Targeted for Virus Scanning
The virus scanning data is as follows.

2.2.2 Virus Scan Status Indicator Icon
When the virus scan function is enabled, an icon indicating the machine status is displayed at the top of the 
screen.

The types of icons to be displayed are as follows.

Available for users Available for administrators only

• PC Print (Normal Printing)
• PC Print (Save in User Box)
• Scan to PC
• Scan to Cloud
• Scan to USB
• E-mail RX (Normal Printing)
• E-mail RX (Save in User Box)
• I-FAX RX
• IP Address Fax RX
• I-FAX TX
• IP Address Fax TX
• Document Print from USB Flash Drive
• Document Scan from USB Flash Drive
• SMB Shared Folder
• Direct Print (Normal Printing)
• Direct Print (Save in User Box)
• Web browser
• Password Encrypted PDF User Box
• Serverless Pull Printing

• Import Data (XML/CSV)
• Application Data (IWS/OpenAPI)
• Device Certificate
• S/MIME Certificate
• Font Data

Type Description

Virus scan enabled icon Indicates that the real-time scan function is enabled.
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Tips
Only one icon is displayed, and the others have priority in the following order:
1. Virus detection warning icon
2. Pattern file update failure warning icon
3. Virus scan enabled icon

2.2.3 Virus Scan Warning

Warning when virus scan is preparing
While the virus scan function is preparing, a warning message continues to be displayed on the [Information] 
screen of this machine.

When the pattern file downloading or the pattern file update succeeds, the warning is canceled. The virus 
scan function cannot be used until the warning is canceled.

Tips
An Internet connection is required to set up the virus scan function and download pattern files.

Warning when the system has failed to update the virus scan pattern file
If the pattern file update fails, a warning message continues to be displayed on the [Information] screen.

Check the following points before rebooting this machine.
- The network environment of this machine is correctly set in [Network] of Web Connection administrator 

mode (or [Utility] - [Administrator] of this machine).

- When a proxy server is used, it is correctly set in [Network] - [Machine Update Settings] - [HTTP Proxy 
Settings] of Web Connection administrator mode (or [Utility] - [Administrator] of this machine).

- The time of this machine is correctly set in [Maintenance] - [Date/Time Setting] of Web Connection ad-
ministrator mode (or [Utility] - [Administrator] of this machine).

- If access to the Internet is restricted by a proxy server or firewall, allow access to the following two 
URLs.
https://mlamsvc.cdn.miraclelinux.com/api/v1/get-license
https://mlam-mirror-prod.miraclelinux.net/arm-eabi32

When rebooted, this machine re-executes the pattern file update processing. When the update processing 
succeeds, the warning is canceled.

Notifying when a virus is detected
If i-Option LK-116 (virus scan function) is installed, when a virus is detected by virus scan, you can notify 
that the virus has been detected by using E-mail or the TRAP function of SNMP.

Select [Maintenance] - [Status Notification Setting] in administrator mode of Web Connection (or [Utility] - 
[Administrator] of this machine), select the [Virus detected] check box as a warning to notify.

Virus detection warning icon Indicates that a virus has been detected by a virus scanner. If this icon is 
displayed, a warning message is displayed on the [Information] screen.
The icon disappears when the administrator checks the risk log.

Pattern file update failure 
warning icon

Indicates that the system has failed to update the virus scan pattern file. 
If this icon is displayed, a warning message is displayed on the [Informa-
tion] screen.
If the pattern file is successfully updated, the icon disappears.

Type Description
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2.2.4 Setting the Job Restriction Level When a Virus Is Detected
If a virus is detected by real-time scanning, the jobs that can be executed on this machine are restricted.

You can set the job restriction level in advance at this time.

Select [Security] - [Virus scan settings] - [Real-time scan] - [Job control when virus is detected] in adminis-
trator mode of Web Connection (or in [Utility] - [Administrator] of this machine), and set the level (default: 
[Level 1: Delete transmission jobs only.]).

For information on the jobs that are targeted for restrictions by level, refer to the table below.

2.2.5 Printing the Virus Detection History
You can print the virus detection history.

Tap [Print] by selecting [Security] - [Virus scan settings] - [Risk log] in administrator mode of Web Connection 
(or in [Utility] - [Administrator] of this machine), and select the paper tray and the print side to execute printing.

2.2.6 Exporting the Virus Detection History

Exporting information to your computer
The virus detection history can be exported to your computer.

1 Click [Security] - [Virus scan settings] - [Risk log] - [Export] in administrator mode of Web Connection.

2 Select [Export to PC] in [Export Destination], and click [OK].

3 Click [File Download].

The virus detection history is saved to the computer.

Setting Description

Level 1 At level 1, only the following sending jobs are discard-
ed.
• Scan to PC
• Scan to Cloud
• Scan to USB
• I-FAX TX
• IP Address Fax TX
• SMB Shared Folder

Level 2 At level 2, the following jobs are discarded in addition 
to jobs at level 1. Only the FAX RX or E-mail RX job is 
continued.
• PC Print (Normal Printing)
• PC Print (Save in User Box)
• Document Print from USB Flash Drive
• Document Scan from USB Flash Drive
• Direct Print (Normal Printing)
• Direct Print (Save in User Box)
• Password Encrypted PDF User Box
• Serverless Pull Printing

Level 3 At level 3, the following jobs are discarded in addition 
to jobs at level 2.
• E-mail RX (Normal Printing)
• E-mail RX (Save in User Box)
• I-FAX RX
• IP Address Fax RX
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Exporting to the SMB sharing folder
The virus detection history can be exported to the SMB shared folder.

1 Click [Security] - [Virus scan settings] - [Risk log] - [Export] in administrator mode of Web Connection.

2 Select [Export to SMB] in [Export Destination], and click [OK].

3 Enter the information to connect to the SMB server.

% [Server Address]: Enter the SMB server address. Example of entry: "192.168.1.1"

% [User Name]: Enter the user name to log in to the SMB server (using up to 64 single-byte characters).

% [Password]: Enter the password to log in to the SMB server (using up to 64 single-byte characters).

4 Click [Connection].

The folder selection page is displayed.

5 Select a folder to export the target history to, and click [OK].

The virus detection history is saved in the selected SMB shared folder.

2.2.7 Printing the Virus Scan Execution History
You can print the execution histories as the regular scan and manual scan results.

Tap [Print] by selecting [Security] - [Virus scan settings] - [Scan log] in administrator mode of Web Connec-
tion (or in [Utility] - [Administrator] of this machine), and select the paper tray and the print side to execute 
printing.

2.2.8 Exporting the Virus Scan Execution History

Exporting information to your computer
The virus scan execution history can be exported to your computer.

1 Click [Security] - [Virus scan settings] - [Scan log] - [Export] in administrator mode of Web Connection.

2 Select [Export to PC] in [Export Destination], and click [OK].

3 Click [File Download].

The virus scan execution history is saved to the computer.

Exporting information to an SMB sharing folder
The virus scan execution history can be exported to the SMB shared folder.

1 Click [Security] - [Virus scan settings] - [Scan log] - [Export] in administrator mode of Web Connection.

2 Select [Export to SMB] in [Export Destination], and click [OK].

3 Enter the information to connect to the SMB server.

% [Server Address]: Enter the SMB server address. Example of entry: "192.168.1.1"

% [User Name]: Enter the user name to log in to the SMB server (using up to 64 single-byte characters).

% [Password]: Enter the password to log in to the SMB server (using up to 64 single-byte characters).

4 Click [Connection].

The folder selection page is displayed.

5 Select a folder to export the target history to, and click [OK].

The virus scan execution history is saved in the selected SMB shared folder.
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2.2.9 Checking the Last Update Date/Time of Pattern File
The last update date and time of the virus scan pattern file has been added to the version information.

Select [Security] - [Virus scan settings] - [Version Information] in administrator mode of Web Connection (or 
in [Utility] - [Administrator] of this machine), and check the last update date and time of the pattern file.

You can also select [Information] - [Device Information] - [Virus scan information] in user mode of Web Con-
nection (or in [Utility] - [Utility] of this machine) to confirm the version information.

2.2.10 Error Codes Displayed with Virus Scan
If a virus is detected by the virus scan function, confirm the virus detection history in [Risk log].

The following shows the error codes displayed in [Risk log].

Error codes displayed with Real-time scan

For information about the functions marked by an asterisk (*), contact the service provider.

Error code Target function

VS_E0001 PC Print (Normal Printing)
PC Print (Save in User Box)
E-mail RX (Normal Printing)
E-mail RX (Save in User Box)
Internet Fax RX
IP Address Fax RX
Document Print from USB Flash Drive
Document Scan from USB Flash Drive
Direct Print
Encrypted PDF User Box
SMB Send
Sending to Cloud Service
Document Save to USB Flash Drive
Internet Fax TX
IP Address Fax TX
Font Data (Print Function)
Serverless Pull Printing

VS_E0002 SMB Shared Folder

Screen Customized Data: VS_E0003
Certificate (temporary import area): VS_E0003
Web Browser: VS_E0003
Others: VS_E0001

Import Data

VS_E0004 Application (OpenAPI)

VS_E0001 Device Certificate

VS_E0001 S/MIME Certificate

VS_E0005 Authentication Customized Data*
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Error codes displayed with regular scan or manual scan

For information about the functions marked by an asterisk (*), contact the service provider.

2.3 Setting Addition/Update Information

2.3.1 Collectively Setting Weekly Timer to All Days of the Week
You can collectively set the same work time to all days of the week using the weekly timer function that au-
tomatically switches the power save mode and normal mode.

Select [Maintenance] - [Timer Setting] - [Weekly Timer Settings] in administrator mode of Web Connection 
(or in [Utility] - [Administrator] of this machine), and configure the following settings.

2.3.2 Restarting the Machine
Remotely the machine remotely.

Select [Maintenance] - [System restart] in administrator mode of Web Connection, and click [OK].

Tips
If there is a job running at the start of the restart, the restart will start after the job is completed.

Error code Target function

VS_E1001 SMB Shared Folder

VS_E1002 Web browser

VS_E1003 Encrypted PDF User Box

VS_E1004 Serverless Pull Printing

VS_E1005 Application (IWS)

VS_E1006 Application (OpenAPI)

VS_E1007 Device Certificate

VS_E1008 S/MIME Certificate

VS_E1011 Font Data (Print Function)

VS_E1009 Voice Data*

VS_E100A Video Data*

VS_E100B Searchable PDF Dictionary Data*

VS_E100C PDF/A Font Data*

VS_E100D Panel Sound Data*

VS_E100E Name Customized Data*

VS_E100F Authentication Customized Data*

VS_E1010 Loadable Driver*

Setting Description

[Work Time Setting] Specify the time to switch to the power save mode ([OFF Time]) and the 
time to return to the normal mode ([ON Time]) for each day of the week.
• [Batch Settings]: Collectively sets the same time to all days of the 

week.
Select any one day of the week, enter [ON Time] and [OFF Time], and 
tap [Batch Settings]. If multiple days of the week are selected, Set All 
is not available.
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2.3.3 Automatically Notifying when a Warning Occurs on this Machine
Items that are useful for understanding and reducing security risks of this machine have been added to the 
notifications that you can issue warnings about using the status notification settings.

Select [Maintenance] - [Status Notification Setting] - [Alert] in administrator mode of Web Connection (or in 
[Utility] - [Administrator] of this machine), and select the following check boxes.
- [Password attack detection]

- [Detection for authentication access attacks]

- [Penalty lock]
- [Reproduction-prohibited original detected]

- [Transmission-prohibited domain]
- [USB port connection]

- [Import]

- [Export]
- [Change operation for box security]

- [Service mode login]
- [Update failure of virus scan pattern file]

2.3.4 Setting the Display Screen Layout for OpenAPI/IWS Application
Set the display screen layout for the OpenAPI application and IWS application.

Select [System Settings] - [OpenAPI and IWS application display setting] in administrator mode of Web Con-
nection (or in [Utility] - [Administrator] of this machine), and configure the following settings.

2.3.5 Setting the Screen to Display After Resetting
You can set the style to be displayed after resetting, and the screen to be displayed with priority.

Select [System Settings] - [Reset Settings] - [System auto reset] in administrator mode of Web Connection 
(or in [Utility] - [Administrator] of this machine), and configure the following settings.

Tips
- If a connection to multi-network or Enhanced Security Mode is enabled, the initial operation screen is 

set to the classic style, which prevents you from selecting items of basic style in [Start-up display 
screen after reset].

- In some areas, [Display style after reset] is fixed to [Basic Style]. If you want to set to [Classic Style], 
contact your service representative.

Setting Description

[OpenAPI and IWS applica-
tion display setting]

Select whether to display a side menu (default: [Hide side menu]).
To widen the application display area, hide the side menu.

Setting Description

[Display style after reset] Displays the contents you set in [Utility] - [Administrator] - [System Set-
tings] - [Default operation mode setting.] - [Default operation mode set-
ting].
[Basic Style] is displayed by default.

[Start-up display screen af-
ter reset]

Select the screen to be displayed with priority after reset.
If [Basic Style] is displayed in [Display style after reset], select the screen 
from the home screen of basic style (default: [Home screen]). If [Classic 
Style] is displayed, select the screen from the main menu of classic style 
(default: [Main Menu]).
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2.3.6 Restricting Use of Favorite Setting

Prohibiting a change of favorite copy setting
Prohibit editing or deletion of the registered favorite copy setting.

Select [Security] - [Lock "My Settings" item (Copy)] in administrator mode of Web Connection (or in 
[Utility] - [Administrator] of this machine), and configure the following settings.

Prohibiting a change of favorite scan/fax setting
Prohibit registration, editing, or deletion of a favorite scan setting or favorite fax setting.

Select [Security] - [Restrict User Access] in administrator mode of Web Connection (or in [Utility] - [Admin-
istrator] of this machine), and configure the following settings.

Prohibiting use of favorite setting
You can set whether to prohibit the user from registering or recalling a favorite setting.

Select [Security] - [Restrict User Access] in administrator mode of Web Connection (or in [Utility] - [Admin-
istrator] of this machine), and configure the following settings.

2.3.7 Configuring Settings to Detect Signs of Unauthorized Access to This Ma-
chine
Configure settings to detect signs of unauthorized accesses to this machine in an environment where user 
authentication is installed.

Select [Security] - [Security Details] - [Authentication attack detection] in administrator mode of Web Con-
nection (or in [Utility] - [Administrator] of this machine), and configure the following settings.

Setting Description

[Lock "My Settings" item 
(Copy)]

Select a favorite setting to prohibit any changes from being made.

Setting Description

[Registering and changing 
addresses]

Select whether to allow the user to register or change an address, a fa-
vorite scan setting, or favorite fax setting in basic style, and also a 
scan/fax program in classic style (default: [Allow]).

Setting Description

[Using the program function] Select whether to allow the user to use a favorite setting in basic style and 
the copy program or the scan/fax program in classic style (default: [Al-
low]).

Setting Description

[Password attack detection] When enabling detection against password attacks, set this option to ON 
(default: OFF).
• Set the detection conditions by combining [Number of times allowed] 

and [Measurement time]. For example, when the setting is the default, 
if the password is entered 31 times within 5 seconds in user authen-
tication, a password attack is detected.
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Tips
When a password attack or authentication access attack is detected, it can be notified using E-mail or SN-
MP's TRAP function.
In [Utility] - [Administrator] - [Maintenance] - [Status Notification Setting], select the check boxes of [Password 
attack detection] and [Detection for authentication access attacks] as notification warning.
For details on how to notify by E-mail or with the TRAP function of SNMP, refer to the User's Guide.

2.3.8 Specifying that the Certificate Encryption Key is Used for Server Authentica-
tion
Set whether to include the fact that the encryption key of the certificate of this machine to be created or is-
sued is used for server authentication, in the extended information of the certificate.

Select [Security] - [PKI Settings] - [Device Certificate Setting] - [New Registration] - [Create and install a self-
signed Certificate.] or [Request a Certificate] - [Extended Key Usage (EKU)] in administrator mode of Web 
Connection, and configure the following settings.

2.3.9 Setting the Range of the SSL Version for SSL Communication
Set the range of the SSL version used when enabling SSL communication.

Select [Security] - [PKI Settings] - [Enable SSL Version] in administrator mode of Web Connection (or in [Util-
ity] - [Administrator] of this machine), and configure the following settings.

[Detection for authentication 
access attacks]

When enabling detection against authentication access attacks, set this 
option to ON (default: OFF).
• Set the detection conditions by combining [Number of times allowed] 

and [Measurement time]. For example, if the setting is the default val-
ue, an authentication access attack will be detected if 101 accesses 
occur within 10 seconds for user authentication.

• Set the operation to be performed when an authentication access at-
tack is detected in [Response delay time] and [Number of authentica-
tion response users]. For example, if the setting is the default, it limits 
the number of authentication requests that can be accepted simulta-
neously to 10, and delays the response to each authentication request 
by 3 seconds.

Setting Description

Setting Description

[Specify server authentica-
tion (id-kp-serverAuth OID)]

When specifying that the encryption key of the certificate of this machine 
is used for server authentication, set this item to ON (default: OFF).

Setting Description

[SSL/TLS Version Setting] Select the target SSL version respectively from [Minimum] and [Maxi-
mum].

[Encryption Strength] Displays the SSL encryption strength ([AES-256] only).
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2.3.10 Changing the Password Rule Level
Regardless of which rule level you select, rules are applied to the number of characters and character types 
that can be used in the password.

Select [Security] - [Security Details] - [Password Rules] in administrator mode of Web Connection (or in [Util-
ity] - [Administrator] of this machine), and configure the following settings.

Tips
- From [Utility] - [Administrator] on this machine, you can select [Security] - [Quick Security Setting] to 

configure this setting.
- When the target password satisfies the password rules, the password strength is displayed, except in 

certain cases. Check the User's Guide to find out which passwords are subject to the password rules.

2.3.11 Configuring the Personal Information Display Settings
Set whether to hide the personal information included in job information, MIB, and notification information.

Select [Security] - [Security Details] - [Personal Data Security Settings] in administrator mode of Web Con-
nection (or in [Utility] - [Administrator] of this machine), and configure the following settings.

Setting Description

[Password Rules] Select the rule level (default: [Complexity 1]).
Setting to [Complexity 1] applies the following rules to the password to 
be specified in this machine.
• Minimum number of characters specified in [Set Minimum Password 

Length]
• Passwords are case sensitive.
• Only single-byte symbols are available.
• A password consisting of a string of identical characters is prohibited.
• The previous password is prohibited.
Setting to [Complexity 2] applies the following rules to the password to 
be specified in this machine.
• [Complexity 1] rules
• Three types of uppercase alphabetical characters, lowercase alpha-

betical characters, numbers, and symbols must be mixed.
• A password containing a word such as "Admin" or "Public" that can 

be easily guessed is prohibited.
• A password containing a word registered in [Prohibited words] is pro-

hibited.
• The current password and the same password as the previous one 

are prohibited.

[Set Minimum Password 
Length]

If necessary, change the minimum number of password characters (de-
fault: [15] characters).

[Prohibited words] Register words you want to prohibit use of when specifying a password.
The banned words can be registered when [Complexity 2] is selected in 
[Password Rules].

Setting Description

[Hide Personal Information] When displaying the file name of MIB information, set this option to OFF 
(default: ON).

[Withhold Personal Informa-
tion]

When displaying the user name in the penalty lock notification informa-
tion, set this option to OFF (default: OFF).
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2.3.12 Configuring job log settings

Creating a job log in syslog format
Configure the setting so that it is possible to download the syslog-format job logs saved on this machine.

This setting is available when [Enable Settings] is set to ON in [Security] - [Job Log Settings] - [Job Log Usage 
Set.] and [Auto (syslog)] is selected in [Transmission Method].

Select [Maintenance] - [Job Log] - [Create job log backup file] in administrator mode of Web Connection, 
then click [OK].

Tips
If any job logs have not been obtained, download them before creating new job log data. The job logs that 
have not been obtained are deleted when the new job log data is created.

Downloading a job log in syslog format
Download the job log created in [Create job log backup file].

This setting is available when [Enable Settings] is set to ON in [Security] - [Job Log Settings] - [Job Log Usage 
Set.] and [Auto (syslog)] is selected in [Transmission Method].

Select [Maintenance] - [Job Log] - [Download job log backup file] in administrator mode of Web Connection, 
and select the location to download the file. Then, click [OK].

Deleting a job log in syslog format
Delete syslog-format job logs saved on this machine.

This setting is available when [Enable Settings] is set to ON in [Security] - [Job Log Settings] - [Job Log Usage 
Set.] and [Auto (syslog)] is selected in [Transmission Method].

Select [Security] - [Job Log Settings] - [Erase job log backup] in administrator mode of Web Connection (or 
in [Utility] - [Administrator] of this machine), and select [OK].

Selecting the message format of the job log in syslog format
When acquiring a job log in syslog format, select the message format of the log.

You can also select the format supported by each company's SIEM (Security Information and Event Manage-
ment) products.

This setting is available when [Enable Settings] is set to ON in [Security] - [Job Log Settings] - [Job Log Usage 
Set.] and [Auto (syslog)] is selected in [Transmission Method].

Select [Security] - [Job Log Settings] - [syslog TX settings] in administrator mode of Web Connection (or in 
[Utility] - [Administrator] of this machine), and configure the following settings.

Selecting a protocol used when automatically sending Job logs to the server
First select the protocol used for automatic sending when configuring settings to automatically send job logs 
to the server.

Select [Security] - [Job Log Settings] - [Auto Distribution Setting] - [Basic Setting] in administrator mode of 
Web Connection (or in [Utility] - [Administrator] of this machine), and configure the following settings.

Setting Description

[Log format] Select the log format (default: [Standard]).

Setting Description

[TX Protocol] Select the protocol used when automatically sending job logs to the serv-
er from [WebDAV] and [SMB] (default: [WebDAV]).
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When the storage capacity of this machine is less than 256 GB:
Job logs can be acquired even if the storage capacity of this machine is less than 256 GB. Unlike the case 
where the storage capacity is 256 GB or more, it is possible to use only the function that sends syslog-format 
job logs to the server.

1 Select [Security] - [Job Log Settings] - [Job Log Usage Set.] in administrator mode of Web Connection 
(or in [Utility] - [Administrator] of this machine), and configure the following settings.

2 Select [Security] - [Job Log Settings] - [syslog TX settings] in administrator mode of Web Connection 
(or in [Utility] - [Administrator] of this machine), and configure the following settings.

2.3.13 Assigning administrator privileges when registering user information
Select whether to assign administrator privileges to the user when registering user information in this ma-
chine.

To assign specific administrator privileges, select the privilege type as well.

Select [User Auth/Account Track] - [User Authentication Setting] - [User Registration] - [New Registration] - 
[Permission Setting] in administrator mode of Web Connection (or in [Utility] - [Administrator] of this ma-
chine), and configure the following settings.

Setting Description

[Enable Settings] When obtaining job logs, set this option to ON (default: OFF).

[Obtain Log Type] Select whether to obtain job logs for each type.
• [Accounting Log]: Enables you to obtain information relevant to 

paper consumption for each user or account (default: ON).
• [Counting Log]: Enables you to obtain information about paper 

consumption and the reduction rate of paper used for printing 
(default: ON).

• [Audit Log]: Enables you to obtain user operation or job history 
(default: ON). You can track unauthorized actions or the leakage 
of information.

Setting Description

[Communication Protocol] Select the communication protocol (default: [UDP]).

[Communication Server 
Settings]

Enter the IP address or host name of the destination server.

[Port No.] If necessary, change the port number (default: [514]).

[Log format] Select the log format (default: [Standard]).

Setting Description

[Administrative Rights] Select whether to assign administrator privileges to the user (default: [Do 
Not Allow]).
• [Give all rights]: Assigns all the administrator privileges to the user. 

You can configure all the administrator settings in the same way as 
the administrator of this machine.

• [Give only specific rights]: Assigns the specific administrator privileg-
es to the user. In addition, select at least one from the following priv-
ilege types.
[Administration of security settings]: Set to ON when assigning privi-
leges that can mainly set [Security] of the administrator settings (de-
fault: OFF).
[Administration of network settings]: Set to ON (default: OFF) when 
assigning privileges that can mainly set [Network] of the administrator 
settings.
[Administration of authentication and destination information]: Set to 
ON (default: OFF) when assigning privileges that can mainly set [User 
Auth/Account Track] of the administrator settings.
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Tips
The user with [Give all rights] specified can select whether to assign administrator privileges to other users if 
the user logs in to the machine in administrator mode. The user with [Give only specific rights] specified can-
not assign administrator privileges to other users even if the user logs in to the machine in administrator 
mode.

2.3.14 Changing the Azure AD URL Used for Seamless Single Sign-on
The Azure AD URL setting has been added to Active Directory. Users authenticated with Active Directory can 
access Azure AD with single sign-on.

In [Azure AD URL] of [User Auth/Account Track] - [External Server Settings] - [Active Directory] in administra-
tor mode of Web Connection (or in [Utility] - [Administrator] of this machine), set the Azure AD's URL (default: 
[autologon.microsoftazuread-sso.com]).

2.3.15 About POP Authentication Password
You can specify up to 64 single-byte characters for the password used for POP authentication when receiv-
ing E-mail with this machine.

To set the password for POP authentication, select [Network] - [E-mail Setting] - [E-mail RX (POP)] - [Pass-
word] in administrator mode of Web Connection (or in [Utility] - [Administrator] of this machine).

2.3.16 Prohibiting the User from Changing the From Address
Set whether to allow the user to change the sender's E-mail address (From address) for E-mail TX.

Select [Network] - [E-mail Setting] - [E-mail TX (SMTP)] - [Detail Settings] - [Change From Address Setting] in 
administrator mode of Web Connection (or in [Utility] - [Administrator] of this machine), and configure the 
settings.

2.3.17 Changing the Print Settings when Direct-printing a PDF File
Select whether to give priority to image quality or speed when direct-printing a PDF file.

Select [Printer Settings] - [Direct Print Settings] - [PDF print settings] in administrator mode of Web Connec-
tion (or in [Utility] - [Administrator] of this machine), and configure the following settings.

Tips
This function is available when the product you are using is a color model.

Setting Description

[Change From Address Set-
ting]

Select whether to allow the user to change the sender's E-mail address 
("From" address) (default: [Allow User Changes] (without user authentica-
tion), [Login User Address] (with user authentication)).
• [Fix Administrator Address]: Prohibit the change of "From" address 

and use the administrator's E-mail address.
• [Login User Address]: Prohibit changing of the "From" address and 

use user's E-mail address. Administrator's E-mail address is used if 
the user's E-mail address has not been registered.

• [Allow User Changes]: Allows the user to change the "From" address.
• [Bulk setting]: Prohibits a change of the "From" address and uses the 

E-mail address you entered [From Address]. This E-mail address is 
also applied to Sender/Envelop-From.

[From Address] Enter the sender's E-mail address when sending E-mail (up to 128 single-
byte characters).

Setting Description

[Prioritize Speed] Set to ON (default: OFF) when giving priority to speed in order to direct-
print a PDF file. Set to OFF when giving priority to image quality.
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2.3.18 Switching the Fax Setting Values to the Setting Values Suitable for the IP 
Line
If the IP line is used in the local machine or the remote machine, switch the setting values for fax sending/re-
ceiving to those suitable for the IP line to improve the communication quality.

Select [Fax Settings] - [Function Setting] - [Recommended settings for IP line] in administrator mode of Web 
Connection (or in [Utility] - [Administrator] of this machine), and configure the following settings. When mul-
tiple lines are used, you can configure settings for each line.

2.3.19 Shortcut Keys Related to the Registered Applications
If you have registered the OpenAPI application on this machine, you can register an SVG format file on the 
shortcut key icon of the registered application or registered application group that can be placed on the home 
screen of basic style or the main menu of classic style. For details, contact your service representative.

2.3.20 Specifying the User Principal Name for the Default of [User Name]
You can specify User Principal Name for the default of [User Name] used in [User Authentication].

To use User Principal Name, select [Printer propertie] - [Settings] - [Administrator Customize] in the printer 
driver, and change [User Name] of [User Authentication] to [Select default setting] or [Lock setting]. Then, se-
lect [Use User Principal Name] (default: [Use Windows Login ID]).

2.3.21 Using OAuth Authentication
Some E-mail services recommend you to use OAuth authentication using an access token instead of a user 
name and password when sending E-mails for more secure authentication.

If you want to use OAuth authentication with your E-mail service, configure this machine to use OAuth au-
thentication. This machine supports Microsoft and Google as OAuth providers.

If OAuth authentication is enabled, perform OAuth authentication using Control Panel on this machine before 
sending an E-mail and obtain a token from the OAuth provider. Sending of E-mails becomes possible by add-
ing the obtained token to an E-mail.

The following functions are subject to OAuth authentication.

When using OAuth authentication, follow the steps below to configure the settings.

0 Configure the OAuth authentication settings from the Control Panel.

1 Select [System Settings] - [Machine Setting] in administrator mode of Web Connection (or in [Utility] - 
[Administrator] of this machine), and set the E-mail address (Microsoft or Google E-mail address) of this 
machine's administrator to [E-mail Address] of [Administrator Registration].

% When using the Internet Fax function, set the same E-mail address as [E-mail Address] of [Admin-
istrator Registration] to [E-mail Address] of [Input Machine Address].

Setting Description

[Line 1] When switching the setting values for fax sending/receiving to those suit-
able for the IP line, set this option to ON (default: OFF). Set this option to 
OFF to return to the setting values before setting to ON.

Type Target function

User functions Scan to E-mail, Scan to Me, Scan to URL, Internet Fax TX, E-mail sending 
from a User Box, E-mail sending from the OpenAPI/IWS application

Administrator functions E-mail Notification, Total Counter Notification, Forward TX, TSI Routing, 
Status Notification Setting, TX Result Report Print
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2 When a proxy server is installed in your environment, configure the following proxy settings. When not 

using a proxy server, proceed to step 3.

% [Security] - [Certificate Verification Settings] - [Proxy Settings] in administrator mode of Web Con-
nection

% [System Settings] - [Web Browser Setting] - [Operation Settings] - [Proxy Settings] in administrator 
mode of Web Connection (To display this setting, you need to enable the Web browser function.)

3 Select [Utility] - [Administrator] - [Network] - [E-mail Setting] - [E-mail TX (SMTP)] - [OAuth Settings] on 
the Control Panel of this machine, configure the following settings, and then tap [OK].

% [OAuth 2.0]: When using the OAuth authentication, set this option to ON (default: OFF).

% [OAuth 2.0 Provider]: Specify the OAuth provider (default: [Microsoft]). Specify the E-mail address 
provider.

4 When a message is displayed to move to the OAuth authentication screen, tap [OK].

5 Perform the administrator's authentication on the OAuth authentication screen.

6 If a message is displayed to show that the token acquisition was successful, tap [OK].
Once a token is acquired, [Status] of [Refresh Tokens (Administrator)] in [OAuth Settings] changes from 
[Required] to [Acquired].
If the administrator's OAuth authentication is canceled due to the token expiration, etc., a warning mes-
sage is displayed on the [Information] screen. In that case, tap [Acquire] of [Refresh Tokens (Adminis-
trator)] in [OAuth Settings] to perform the administrator's re-authentication, and acquire a token again.

7 Select [Network] - [E-mail Setting] - [E-mail TX (SMTP)] in administrator mode of Web Connection (or 
in [Utility] - [Administrator] of this machine), and set the SMTP server address of the OAuth provider.

Tips
- The OAuth authentication performs authentication for the sender's E-mail address (From address). The 

E-mail address used for the From address varies depending on the setting of [Utility] - [Administrator] 
- [Network] - [E-mail Setting] - [E-mail TX (SMTP)] - [Change From Address Setting].
In order to set [Change From Address Setting] to [Login User Address] or [Allow User Changes] and use 
the user's E-mail address as the From address, the OAuth authentication screen is displayed on the 
Control Panel when the user executes the E-mail sending, so the user must perform OAuth authenti-
cation.
In order to set [Change From Address Setting] to [Fix Administrator Address] and use the administra-
tor's E-mail address as the From address, the administrator needs to perform OAuth authentication in 
[OAuth Settings] in advance.
In order to set [Change From Address Setting] to [Bulk setting] and use the E-mail address specified in 
[Bulk setting] as the From address, the administrator needs to perform OAuth authentication in [OAuth 
Settings] in advance. When setting [Change From Address Setting] to [Bulk setting], specify the same 
E-mail address as the administrator's E-mail address for the From address.

- When [Utility] - [Administrator] - [Security] - [PKI Settings] - [Enable SSL Version] - [SSL/TLS Version 
Setting] is set to TLSv1.3 for both [Minimum] and [Maximum], if the OAuth provider is set to Microsoft, 
the OAuth authentication is not available.

- When setting the OAuth provider to Google, configure the following settings in advance.
Set [Network] - [WebDAV Settings] - [WebDAV Client Settings] - [HTTP Version Setting] to 
[HTTP/2,HTTP/1.1] in administrator mode of Web Connection (or in [Utility] - [Administrator] of this ma-
chine).

- There are access token and refresh token. The access token is required for sending E-mails. The ob-
tained access token is stored in the machine, but expires after approximately one hour. It is also deleted 
when the machine is turned off, then on.
The refresh token is used to obtain a new access token. The obtained refresh token is stored in the ma-
chine and can be used for several months. Even if the access token expires, the refresh token can be 
used to obtain a new access token, so re-authentication is not necessary unless the refresh token ex-
pires.

- To delete the token acquired by the user, tap [Delete] in [Refresh Tokens (User)] in [OAuth Settings]. If 
you want to automatically delete a user's token when the user logs out or when the system auto reset 
function is activated, set [Auto Delete] to ON (default: OFF).

-  If this machine is connected to Network 2 with VLAN (Virtual LAN) enabled, the OAuth authentication 
cannot be set.
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OAuth authentication problems

2.3.22 Change in Default of Security Function

Change in default of [Authentication attack detection]
To display: [Utility] - [Administrator] - [Security] - [Security Details] - [Authentication attack detection]

2.3.23 Displaying DUID/IAID
When a fixed address is assigned to this machine using DHCPv6, the DHCP server identifies this machine by 
the DUID (DHCP Unique Identifier) and the specific network interface of this machine by the IAID (Identity As-
sociation Identifier) to assign an IP address.

You can check the machine's DUID and IAID by selecting [Network] - [DUID/IAID] in administrator mode of 
Web Connection (or in [Utility] - [Administrator] of this machine).

2.4 Supplementary Information and Misdescription Correction

2.4.1 Supplement to [Print] Function Permission
If [Print] is restricted in [Function Permission] of [User Auth/Account Track] - [User Authentication Settings] - 
[User Registration] in administrator mode of Web Connection (or [Utility] - [Administrator] of this machine), 
printing from a USB flash drive is also restricted in addition to normal printing.

2.4.2 Restrictions on IC Card Authentication
If the authentication method for user authentication is set to [ON (MFP) + ON (External Server)], the following 
restrictions apply.
- Authentication by IC card uses an external server. The IC card cannot be used to perform MFP authen-

tication; so, you need to enter the user name and password.

- You can select [IC Card Type] in [Utility] - [IC Card Auth] and assign the MFP as one of the authentica-
tion destinations for IC card authentication. However, when performing MFP authentication, you need 
to enter the user name and password.

Description of problem Check points Remedy

The OAuth authentication 
fails when sending Microsoft 
E-mails.

Have you checked the E-mail set-
tings of the target user in the Mi-
crosoft 365 admin center?

In the Microsoft 365 admin 
center, select the target user from 
[Active users], and select the [Au-
thenticated SMTP] check box in 
[Manage email apps] on the [Mail] 
tab.

Setting Description

[Password attack detection] The default has been changed to ON.
In the changed default setting, if the password is entered 31 times within 
5 seconds for user authentication, a password attack is detected.

[Detection for authentication 
access attacks]

The default has been changed to ON.
In the changed default setting, if accesses occur 101 times within 10 sec-
onds for user authentication, an authentication access attack is detected.
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2.4.3 About the Explanation of [Memory allocation settings]
A supplement will be added to the contents described in the User's Guide to explain the relevant information 
again. To set [Memory allocation settings], refer to the following explanation.

[Memory allocation settings]
To display: [Utility] - [Administrator] - [Network] - [IWS Settings] - [Memory allocation settings]

Select the execution environment of the IWS application to operate preferentially (default: [Python priority]).

Assign a more memory space to the selected IWS application execution environment.

Tips
- If you do not use the print data conversion function, background application function, or inter-applica-

tion communication, you can allocate a lot of memory to the IWS application running in the Node.js en-
vironment by selecting [Node.js priority], so you can use IWS applications that run in many Node.js 
environments.
To confirm whether the target application runs in the Node.js environment, check whether Enable/Dis-
able is displayed in [Status] of [Network] - [IWS Settings] - [Registered Application List]. If Enable/Dis-
able is displayed, the target application is judged to be an application that runs in the Node.js 
environment.

- If [Print Data Conversion Setting], [Background Application Setting], or [Permit Access for Communica-
tion between Applications] is enabled, [Node.js priority] cannot be selected. Also, if [Node.js priority] is 
selected, [Print Data Conversion Setting], [Background Application Setting], and [Permit Access for 
Communication between Applications] cannot be enabled.

- When the print data conversion application or background application is installed, the setting value may 
be changed to [Python priority].

2.4.4 Additional Functions of [IWS Settings]

[Authentication Screen Settings]
To display: [Utility] - [Administrator] - [Network] - [IWS Settings] - [Authentication Screen Settings]

Configure settings to display the login screen for IdP authentication.

[Administrator Password Change Setting]
To display: [Utility] - [Administrator] - [Network] - [IWS Settings] - [Administrator Password Change Setting]

Specify whether to allow a change of the administrator password for each IWS application.

Setting Description

[Authentication Screen Set-
tings]

If you want to display the login screen for IdP authentication, set this op-
tion to ON (default: OFF).

[Change user agent] If you want to use the user agent for IdP authentication, set this option to 
ON (default: OFF).

[Registered Application List] From the list of registered applications, select the application that dis-
plays the login screen for IdP authentication.

Setting Description

[Edit] Set whether to allow the administrator password to be changed from the 
application selected in the application list.

[Incorrect input limit func-
tion]

If you want to prohibit the administrator password from being changed 
when the number of mistakes involving entry of the administrator pass-
word reaches 5, set this option to ON (default value: ON).
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[Registered Application List]
To display: [Utility] - [Administrator] - [Network] - [IWS Settings] - [Registered Application List]

Displays the information of the IWS application registered in this machine.

2.4.5 About the Installation Location Described in the Status Notification E-mail
For the installation location of the device described in the notification E-mail, use the following settings.

[Network] - [HTTP Server Settings] - [Printer Information] - [Printer Location] in administrator mode of Web 
Connection (or in [Utility] - [Administrator] of this machine).

2.4.6 About the Explanation of [Sender Fax No.]
A supplement will be added to the contents described in the User's Guide to explain the relevant information 
again. To set [Sender Fax No.], refer to the following explanation.

[Sender Fax No.]
To display: [Utility] - [Administrator] - [Fax Settings] - [Header Information] - [Sender Fax No.]

When sending a fax, register the fax ID (fax number of this machine) to be transmitted to the recipient as the 
sender information.

2.4.7 Supplementary Information when a Box is Specified as the Forward Destina-
tion for Forwarded Fax
If a box is specified as the fax forward destination with the forward fax function, printing is not always per-
formed regardless of the setting of [Output Method] in [Fax Settings] - [Function Setting] - [RX Data Operation 
Settings] - [Forward TX Setting] in administrator mode of Web Connection (or in [Utility] - [Administrator] of 
this machine).

2.4.8 About [Eco Info 2]
The accumulated time is no longer displayed, and the graphic is only displayed depending on the power con-
sumption.

To display, select [Utility] - [Counter] - [Eco Info] - [Eco Info 2] of this machine.

Setting Description

[Number of Installed Appli-
cation(s)]

Displays the number of registered applications.

[Available free space for ap-
plication]

Displays the amount of free space available to install the application.

[Detail] Displays detailed information about the application selected in the appli-
cation list. You can change the application settings on the Details screen 
depending on the application.

Setting Description

[Sender Fax No.] Enter the fax number of this machine (using up to 20 single-byte digits, 
including symbols #, *, +, and spaces).
The registered fax ID is automatically added to the fax sent from this ma-
chine as the sender information.
Also, the fax ID is sent to the recipient as TSI information. Be sure to set 
this TSI information because it is required when the recipient uses the TSI 
Routing function.
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2.4.9 Correction of TPM Encryption Data
There was an error in the explanation of the TPM (Trusted Platform Module) encryption data. We apologize 
for the inconvenience and have made the following corrections.

2.4.10 Correction of Display Procedure for [Prefix/Suffix Setting]
There was an error in the explanation of the procedure to display the [Prefix/Suffix Setting] in some of the 
explanations. We apologize for the inconvenience and have made the following corrections.

Incorrect (description in the current situation) Correct

• Digital certificate
• Administrator password
• User Box administrator password
• Log administrator password
• User password
• Account track password
• HDD lock password
• SNMP server password
• WebDAV server password
• Remote panel password (when directly access-

ing this machine from another computer on the 
network)

• Wireless LAN Adapter Setting

• Digital certificate
• Administrator password
• User Box administrator password
• Log administrator password
• User password
• Account track password
• SNMP server password
• WebDAV server password
• Remote panel password (when directly access-

ing this machine from another computer on the 
network)

• Wireless LAN Adapter Setting
• IPP password
• Sensitive data cached within the IWS applica-

tion

Incorrect (description in the current situation) Correct

Select [Store Address] - [Prefix/Suffix Setting] in 
administrator mode of Web Connection, and con-
figure the following settings.

Select [Utility] - [Administrator] - [Store Address] - 
[Prefix/Suffix Setting] on the Control Panel of this 
machine, and configure the following settings.
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